COMMONWEALTH OF MASSACHUSETTS MA STATE PROIJ. NO.:
HOLDING CELLS IMPROVEMENTS TRC1704 TR1
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SECTION 101400

SIGNAGE

PART 1 - GENERAL

1.1

1.2

1.3

O 0 w

GENERAL PROVISIONS

Attention is directed to the CONTRACT AND GENERAL CONDITIONS and all Sections
within DIVISION 01 - GENERAL REQUIREMENTS which are hereby made a part of this
Section of the Specifications.

DESCRIPTION OF WORK

Work Included: Provide labor, materials and equipment necessary to complete the work of this
Section, including but not limited to the following:

1. Code-required interior panel signage, including but not limited to, accessibility signage,
toilet room signage, mechanical and electrical room signage, time delay door hardware
signage.

Alternates: Not Applicable.

Items To Be Installed Only: Not Applicable.

Items To Be Furnished Only: Not Applicable.

Related Work: The following items are not included in this Section and will be performed under

the designated Sections:

1. Section 260001 - ELECTRICAL WORK for illuminated exit signs.

SUBMITTALS

Product Data: Include construction details, material descriptions, dimensions of individual
components and profiles, and finishes for each type of sign.

Shop Drawings: Include plans, elevations, and large-scale sections of typical members and
other components. Show mounting methods, grounds, mounting heights, layout, spacing,
reinforcement, accessories, and installation details.

1. Provide message list for each sign, including large-scale details of wording, lettering,
artwork, and braille layout.

Samples for Verification: For each type of sign, include the following Samples to verify color
selected:
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L. Panel Signs: Full-size Samples of each type of sign required.
2. Approved samples will not be returned for installation into Project.
D.  Maintenance Data: For signage cleaning and maintenance requirements to include in

1.4

A.

B.

1.5

A.

1.6

A.

maintenance manuals.

QUALITY ASSURANCE

Source Limitations: Obtain each sign type through one source from a single manufacturer.
Regulatory Requirements: Comply with the Massachusetts Architectural Access Board,
Americans with Disabilities Act (ADA) and with code provisions as adopted by authorities
having jurisdiction.

PROJECT CONDITIONS

Field Measurements: Where sizes of signs are determined by dimensions of surfaces on which
they are installed, verify dimensions by field measurement before fabrication and indicate
measurements on Shop Drawings.

COORDINATION

For signs supported by or anchored to permanent construction, advise installers of anchorage

devices about specific requirements for placement of anchorage devices and similar items to be
used for attaching signs.

PART 2 - PRODUCTS

2.1

A.

B.

PANEL SIGNS

General:  Provide panel signs that comply with requirements indicated for materials,
thicknesses, finishes, colors, designs, shapes, sizes, and details of construction.

L. Produce smooth panel sign surfaces constructed to remain flat under installed conditions
within tolerance of plus or minus 1/16 inch measured diagonally.

Tactile and Braille Copy: Manufacturer's standard process for producing copy complying with
ADA Accessibility Guidelines and ICC/ANSI A117.1. Text shall be accompanied by Grade 2
braille. Produce precisely formed characters with square cut edges free from burrs and cut
marks.

1. Panel Material: Opaque acrylic sheet.
2. Raised-Copy Thickness: Not less than 1/32 inch
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C.  Symbols of Accessibility: Provide 6-inch- high symbol fabricated from opaque nonreflective

2.2

A.

B.

vinyl film, 0.0035-inch nominal thickness, with pressure-sensitive adhesive backing suitable for
both exterior and interior applications.

ACCESSORIES

Mounting Methods: Use double-sided vinyl tape fabricated from materials that are not
corrosive to sign material and mounting surface.

Anchors and Inserts: Provide nonferrous-metal or hot-dip galvanized anchors and inserts for
exterior installations and elsewhere as required for corrosion resistance. Use toothed steel or
lead expansion-bolt devices for drilled-in-place anchors. Furnish inserts, as required, to be set
into concrete or masonry work.

PART 3 - EXECUTION

3.1

3.2

A.

D.

A.

B.

EXAMINATION

Examine substrates, areas, and conditions, with Installer present, for compliance with
requirements for installation tolerances and other conditions affecting performance of work.

Verify that items provided under other sections of Work are sized and located to accommodate
signs.

Examine supporting members to ensure that surfaces are at elevations indicated or required to
comply with authorities having jurisdiction and are free from dirt and other deleterious matter.

Proceed with installation only after unsatisfactory conditions have been corrected.

INSTALLATION

General: Locate signs and accessories where indicated, using mounting methods of types
described and in compliance with manufacturer's written instructions.

1. Install signs level, plumb, and at heights indicated, with sign surfaces free from distortion
and other defects in appearance.
2. Interior Wall Signs: Install signs on walls adjacent to latch side of door where applicable.

Where not indicated or possible, such as double doors, install signs on nearest adjacent
walls. Locate to allow approach within 3 inches of sign without encountering protruding
objects or standing within swing of door.

Wall-Mounted Panel Signs: Attach panel signs to wall surfaces using methods indicated below:

1. Vinyl-Tape Mounting: Use double-sided foam tape to mount signs to smooth, nonporous
surfaces. Do not use this method for vinyl-covered or rough surfaces.
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33 CLEANING AND PROTECTION

A.  After installation, clean soiled sign surfaces according to manufacturer's written instructions.
Protect signs from damage until acceptance by the DCAMM Project Manager.

END OF SECTION
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